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Burke Station Road 

Project location: 

• Burke Station 
Road between 
Main Street 
and Stoughton 
Road 

• 1,100 linear 
feet 



Existing Condition at North End Narrow Street Section 

Burke Station Road 
Existing Conditions 



Existing Condition at South end Narrow Street Section 

Burke Station Road 
Existing Conditions 



Burke Station Road 
 Design Considerations 

• Maintain travel lane widths 

• Provide ADA compliant sidewalk (five feet wide) on west side 
of roadway 

• Provide minimum two-foot buffer between sidewalk and travel 
way 

• Accommodate drainage issues on west side of roadway 

• Minimize tree impacts  

• Minimize right of way needs 



Burke Station Road 
 Proposed Typical Section 



#4000 BURKE STATION RD #9909 MAIN ST 

#4001 BURKE STATION RD 

Burke Station Road 
South End 



#4001 BURKE STATION RD 

#4000 BURKE STATION RD #9909 MAIN ST 

Burke Station Road 
South End 



#4001 BURKE STATION RD 

#4005 BURKE STATION RD 

#4006 BURKE STATION RD #4004 BURKE STATION RD #4008 BURKE STATION RD 

#4007 BURKE STATION RD 

Burke Station Road 
South End 



#4001 BURKE STATION RD 

#4005 BURKE STATION RD 

#4006 BURKE STATION RD #4004 BURKE STATION RD #4008 BURKE STATION RD 

#4007 BURKE STATION RD 

Burke Station Road 
South End 



#9810 CRESENCE WAY #9811 CRESENCE WAY 

#4012 BURKE STATION RD 
#4010 BURKE STATION RD #4014 BURKE STATION RD 

#9809 CRESENCE WAY 

Burke Station Road 
South End 



#9810 CRESENCE WAY #9811 CRESENCE WAY 

#4012 BURKE STATION RD 
#4010 BURKE STATION RD 

#4014 BURKE STATION RD 

#9809 CRESENCE WAY 

Burke Station Road 
South End 



#9809 CRESENCE WAY 

#9810 KIRKTREE CT 

#4016 BURKE STATION RD #9900 STOUGHTON RD 

Burke Station Road 
South End 



#4016 BURKE STATION RD 

#9809 CRESENCE WAY 

#9900 STOUGHTON RD 

#9810 KIRKTREE CT 

Burke Station Road 
South End 



• Requires no additional right of way, only temporary 
construction easements  

• Requires removal of 10 trees 

• Plan includes replacement of trees  

• Will work with individual property owners to develop a 
satisfactory landscape plan 

 

Burke Station Road 
Project Impacts 



Roberts Road 

Project location: 

• Roberts Road 
between Main 
Street and 
Sager Ave 

• 1,100 linear 
feet 



Roberts Road 
 Existing Conditions 

Partial Sidewalk on North End Narrow Street Section 



Existing Condition at South End Narrow Street Section 

Roberts Road 
 Existing Conditions 



• Avoid utility poles on East Side 

• Extend existing sidewalk on West Side (north end) 

• Maintain travel lane widths 

• Provide ADA compliant sidewalk (five feet wide) 

• Provide minimum two-foot buffer between sidewalk and travel 
way 

• Accommodate drainage issues on west side of roadway 

• Minimize tree and other property impacts 

Roberts Road 
 Design Considerations 



Roberts Road 
 Proposed Typical Section 



Roberts Road 
North End 



Roberts Road 
North End 



Roberts Road 
North End 



Roberts Road 
North End 



Roberts Road 
South End 



Roberts Road 
South End 



Roberts Road 
South End 



Roberts Road 
South End 



• Requires 350 square feet of right of way from 17 parcels 

• Approximately five feet back from current property line 

• Right of way can be acquired through permanent 
easement or land in fee 

• Requires removal of 30 trees 

• Majority of removals are within a cluster at the north end 

• Plan includes replacement of trees  

• Will work with individual property owners to develop a 
satisfactory landscape plan 

 

Roberts Road 
 Project Impacts 



Roberts Road 
Landscape Plan 



 
Remaining Project Cost:  $800,000 
Available Funding:   $180,000 
Funding Needed:   $620,000 

 
• Remaining project cost includes right of way acquisition, 

construction, construction inspection, VDOT expenses 
 

• Proposed Funding Strategy 
o Apply for $310,000  in FY 16 Revenue Sharing Funds 
o Provide $310,000 in matching funds using 30% NVTA 

funds 
 

Roberts Road 
Cost Estimate 



 
Remaining Project Cost:  $670,000 
Available Funding:   $560,000 
Funding Needed:   $110,000 

 
• Remaining project cost includes construction, construction 

inspection, VDOT expenses 
 

• Proposed Funding Strategy 
o Apply for $55,000  in FY 16 Revenue Sharing Funds 
o Provide $55,000 in matching funds using 30% NVTA funds 

 

Burke Station Road 
Cost Estimate 



• Hold citizen information meetings to solicit feedback from 
impacted property owners 

• Report back to City Council (worksession) 
• Hold Public Hearing to receive formal public comment 

and endorse project design 
• Apply for FY 16 Revenue Sharing Funds to fund 

remaining project costs 
• Allocate FY 16 30% NVTA funding to these projects as 

match to Revenue Sharing 
• Construct projects (FY 16) 

 

Next Steps 



Questions? 







Roberts Road 
Tree Inventory 



Roberts Road 
Tree Inventory 



Roberts Road 
Tree Inventory 



Roberts Road 
Tree Inventory 



Burke Station Road 
Tree Inventory 



Burke Station Road 
Tree Inventory 



Burke Station Road 
Tree Inventory 
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